
TECHNISCHE DATEN

Artikelnummer 114029

EAN 4003718064452

Autochoke Vorhanden Nein

Arbeitsb. Sense Faden cm 41 CM

Fadendurchmesser (mm) 2.4 MM

Fadennachstellung Tipp-Automatik

Mischverhältnis Öl/Benzin 1:50

Schalll.p garant LwA[db(A)] 114

Marke AL-KO

Easy Start System nein

Arbeitsb. Sense Messer cm 25 CM

Motorzylinderzahl 1

Hubzahl U/min 7000

Gewicht netto in kg 7.8 KG

Schaft geteilt ja

Leistung in PS 1 PS

Leistung in kW 1.25 KW

Elektro-Start nein

Gewicht brutto in kg 12.1 KG

Schaftdurchmesser in mm 26 MM

Thread size spool M10 x 1,25 Linksgewinde

Zubehör im Lieferumfang AL-KO Ersatzfadenkopf Fast & Easy

generiert am 25.04.2024. UVP incl. MwSt.. Bitte beachten Sie, dass sich Preise und Eigenschaften der Geräte ändern können.

AL-KO MOTORSENSE BC 400 B-S

Fast and Easy nylon head - Easy threading and winding of

the cutting thread without opening the nylon head|

Easy-to-start 2-stroke engine with pull-start, double-

bearing crankshaft and robust angular gear for long

service life

|

Padded double shoulder strap
|

Precise guidance through adjustable, comfortable bike

handle|

Easy transport and storage thanks to split shaft
|


